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WBG Series
Parallel Grippers

WBG 90 Se r|eS 11255/.1260 DIA X .250 DEEP H 10-32 X .25 DP
(2) DOWEL HOLES kjﬂ (4) MTD HOLES
, ~ 7
@ C (BODY)
_Q o % ° D (END BLOCKS)
Dimensions ‘
WBGS90 WBGL90 WBGX90 o T
A 2.200 3.280 5.280 ;
B 1.500 1.500 1.500 %NA_‘
¢ 2.000 2.000 2.000 .1255/.1260 DIA X .25 DP 0.75 10-32 X 25 DP
D 1.990 1.990 1.990 (2) DOWEL PIN HOLES 037+ (4) HOLES
E 1.490 1.490 1.490 | i3 ‘
F 4.740 7.380 11.380 ‘ ‘ / B (BODY)
G 3.740 5.380 7.380 ow | e« E (END BLOCKS)
H 0.750 2.000 2.000 == i |
J 0.375 1.000 1.000 WARNING: o2 4 L J—r
K 1.100 1.640 2.640 Do not exceed L 105
L 0.030 0.060 0.060 max. thread depth. (2) #1032 AIR PORTS
M N/A 2.25 2.25 SENSORS
N N/A 1.12 1.125 (OPTIONAL)
P 0.840 1.340 2.150 — I
SENSING 4/
Q 0.750/0.7500 Dowels ~ 0.625/0.6250 Dowels 0.750/0.7500 Dowels TARGET
| L
L 0.62
- T
Specifications
G-CLOSED
WBGS90 WBGL90 WBGX90 coPEN
Grip Force @ 100 psi 90 Ibs 90 Ibs 90 Ibs
Stroke 1.000 2.000 4.000 1877/.1892 DIA X 50 DEEP
Repeatability +/- 0.001 +/- 0.001 +/- 0.001 (2) DOWEL HOLES EACH BLOCK #0-32X 50 DEER

Operating Temp.

i / (4) HOLES EACH END BLOCK

Buna-N -30° to 180°F -30° to 180°F -30° to 180°F m ‘o o1
Viton -20° to 350°F -20° to 350°F -20° to 350°F 1_00°~5;° # 116
Max. Actuation Speed 0.3 sec 0.3 sec 0.3 sec J;U—fea
Displacement 0.61 cuin 1.23 cuin 246 cuin g
Maximum Pressure 150 psi 150 psi 150 psi 0'431 o7 L
Unit Weight 1.3 lbs 2 lbs 3.2 Ibs

Load Capacity

STATIC CONDITION

DYNAMIC CONDITION

WBGS90 WBGL90 WBGX90 WBGS90 WBGL90 WBGX90
C-Compression 100 lbs 100 lbs 100 lbs 20 Ibs 20 lbs 20 Ibs
T-Tension 100 Ibs 100 Ibs 100 Ibs 20 Ibs 20 Ibs 20 Ibs
Mx 175 in.-lbs. 175 in.-lbs. 175 in.-lbs. 35 in.-lbs. 35 in.-lbs. 35 in.-Ibs.
My 250 in.-Ibs. 250 in.-Ibs. 250 in.-lbs. 50 in.-lbs. 50 in.-lbs. 50 in.-lbs.
Mz 175 in.-lbs. 175 in.-lbs. 175 in.-lbs. 35 in.-Ibs. 35 in.-Ibs. 35 in.-Ibs.
WBG-90
Gripping Force Chart
m Per Finger @ 80 psi
nﬁ @H n% ® :O 100 er Finger psi
& @ . @ 35.0
eeo000 Cs® % 30.0 ™
= I
D b ~
g 15.0 ™
Mx — 7 N 2 10.0
7777¢C"H"jj)7"7 ¢ 5.0
cT 0.0
1 2 3 4 5 6
Finger Length (in)

Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com.




WBG Series
Parallel Grippers

numdrics

WBG 200 Series

Dimensions

.1877/.1892 DIA X .38 DP
(2) DOWEL HOLES

1/4-20 X .38 DEEP

/’ (4) MTD HOLES

b

I éa\a é;‘/— C (BODY)

750
WBGS200 WBGL200 7500 DOWELS & o @ P (ENDBLOCKS)
T <
A 3.000 4.000 I I
B 2.250 2.250 ] i
c 2.630 2.630 012 - LKA J L 012
D 2.620 2.620 A
E 2.240 2.240
F 6.730 9.230
G 5.230 6.730 100
H 2.000 2.000 .1877/.1892 DIA X .312 DP ’ 1/4-20 X .312 DP
(2) DOWEL HOLES 500 e (3) MTD HOLES
J 1.000 1.000
K 1.500 2.000 H \L ; I
L 1.240 1.730 . i i B (BODY)
BVARI\:ING. ] | @® @0 | E (END BLOGKS)
0 not excee l
. . H il
Specifications max. thread depth. | —eegr—y1— 50
WBGS200 WBGL200 1.00
Grip Force @ 100 psi 150 lbs 150 Ibs L 900 —
Stroke 1.500 2.500
Repeatability +/- 0.001 +/- 0.001 (2) 1/8 NPTF
. SENSING AIR PORTS
Operating Temp. TARGET o Psggzgss
Buna-N -30° to 180°F -30° to 180°F
| — D
Viton -20° to 350°F -20° to 350°F | TN I |
)
Max. Actuation Speed 0.3 sec 0.3 sec ‘ @-I / ‘
Displacement 1.80 cuin 3.00 cuin | @ @ :
Maximum Pressure 150 psi 150 psi i T H
Unit Weight 3 Ibs. 4 Ibs. L JF N J
.ZGJ L- L J
. iy G-(CLOSED)
Static Condition - oren)
LOAD CAPACITY WBGS200 WBGL200
C-compression 500 Ibs. 500 Ibs.
THension 50(.) Ibs. 50(.) lbs. .1877/.1892 DIA X .50 DEEP 1/4-20 X .75 DEEP
Mx 500 in.-Ibs. 500 in.-Ibs. (2) DOWEL HOLES EAGH BLOCK (4) HOLES EACH END BLOCK
My 750 in.-Ibs. 750 in.-Ibs.
Mz 500 in.-Ibs. 500 in.-Ibs. \gi
@) T
620 )
. s 125 0 (2] 2.12
Dynamic Condition | o }
LOAD CAPACITY WBGS200 WBGL200 <> @ (3
C-compression 50 Ibs. 50 Ibs. L
T-tension 50 Ibs. 50 Ibs. - 59
Mx 50 in.-Ibs. 50 in.-Ibs. —1.18
My 75 in.-lbs. 75 in.-lbs.
Mz 50 in.-lbs. 50 in.-lbs.
WBG-200
Gripping Force Chart
Per Finger @ 80 psi
90.0
80.0
e W \ ®20 7 70.0
o000 | & e ! 59 ; E zgg -
— | \ § “Z, 400 -
N 2T - -
Mx R ‘ & 200
e I = N 100
2 4 6 8 10 12

\ﬂ

Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com.

Finger Length (in)
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WBG Series
Parallel Grippers

WBG Series Switch Information

SWITCH OR BRACKET STANDARD QUICK DISCONNECT
DESCRIPTION PART NO. PART NO,

1 Prox Switch PNP PX04PS PX04PQ

1 Prox Switch NPN PX04NS PX04NQ
2 Switch Bracket CT-500 CT-500

Prox Switch (NPN NO) Flying Lead - PX04NS Prox Switch (NPN NO), 8 mm connector - PX04NQ
(PNP NO) Flying Lead - PX04PS (PNP NO), 8 mm connector - PX04PQ
PNP N/O LED
LED i O HoB——— = j
AR EN:
— T - Iehna { I S— -
7 NPN N/O 41 j
27 N + —g —
<H> /,i.zEBK
lspB0

Sensing Data Mechanical Data

Repeat accuracy R <5% Degree of protection per IEC 529 IP 67

Ambient temperature range g4 (°C) -25...+70°C Housing material stainless steel
Operating frenquency f (Hz) 1800 Material of sensing face POM

Utilization categories (DC) 13 Connection cable

Function indication YES No. of wires x gauge 3 x 26 AWG
Electrical Data

Rated operational voltage Ug V) 24 DC

Supply voltage Ug V) 10...30 DC

Voltage drop Uy at I Stat./dyn. v) <3.0

Rated insulation volatage U; v) 75 VDC

Load current capacity (mA) 100

Current consumption (mA) <10/<3

Off-State Current I, (uA) <80

Protected againist polarity reversal YES

Short circuit protected YES

Load Capacitance (uF) <1.00

| Female Connectors for Reed Switches and Hall Effect Sensors

Dimensions (mm) Stralght Type ElbOW Type
J/a.
TYPE ORDER CODE @ — () zm
Straight, 5 m Cable PXCST A
Elbow, 5 m Calbe PXC90

Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com. 7
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